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Size Range for Cold Rolled Steel Sheet and Coils  
Size / Thickness 0.6 0.8 1 1.2 1.6 2.0 2.5 3

CQ 2438 x 1219 l l l l l l l l

CQ Coil x 1219 l l l l l l l l

Enamelling 2438 x 1219 l l l l l

Enamelling Coil x 1219 l l l l

DDQ Coil x 1219

CQ Coil x 915 l l l l l l

Cold Rolled Steel Sheet
and Coils
Full Sheeting and Slitting Service Available

l l l l l l l l l l

l

l l l l l l l l l

l l l l l l l l l

      

l l l l l

l

Size / Thickness 5 6 8 10 12 16 20 25 32 40

High Tensile

2500 x 6000

Wear 400

1500 x 6000

2500 x 6000

Wear 500

2500 x 6000

Size / Thickness 50 60 70 80 100

High Tensile

2500 x 6000

Wear 400

2500 x 6000

Wear 500

2100 x 6000

Kiwi Steel supplies an extensive range of high quility Q&T plates for use in extreme conditions.

All material is sourced only from quaility mills with a history of standing by their products 

performance.

Quenched 
and Tempered Plate
Indent Only

Size Range for Quenched and Tempered Plate

Cold Rolled steel sheets and coils possess a clean surface and excellent drawability.

Cold Rolled steel products also posses superior formability and paintability.

Cold rolled mild steel has a wide range of light engineering and general usage.

Commercial Quality (JIS G3141 SPCC NZCC)

Commercial Quality is intended for exposed or unexposed parts where bending, shallow 

drawing, forming, and welding may be involved.

Drawing Quality (JIS G3141 SPCEN NZCD)

Drawing Quality is intended for fabricating identified parts where drawing or severe 

drawing may be involved.

Extra Deep Drawing Quality (JIS G3141 Extra DDQ)

Extra Deep Drawing Quality is intended for fabricating identified parts where particularly 

severe drawing or forming may be involved.

Enamelling Quality (JIS G3133 SPP)

Enamelling Quality Cold Rolled Steel possesses characteristics ensuring the best adhesion 

for porcelain enamelling and elimination of bubbling, fish scale etc, also excellent drawing 

quality.

•

•

•
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Electro-Galvanised 
Steel Sheet and Coils

Specifications for Electro-Galvanised Steel Sheet and Coil 

Quality / Properties
Specification
JIS G3313

Typical Yield
(N/mm  )2

Typical 
Elongation (%)

Commercial SECC 220 37

Size Range for Electro-Galvanised Steel Sheet and Coil
Size / Thickness 0.6 0.8 1 1.2 1.6 1 . 9 2 . 5 3

CQ 2438 x 1219 l l l l l l l l

CQ Coil x 1219 l l l l l l l l

Coil x 915 l l l l l l

Full Sheeting and Slitting Service Available

Electro-Galvanised Steel is free from spangles and pin holes resulting in excellent paint 

adhesion. Due to the light coating weight and nil heat effect, Electro-Galvanised has almost 

the same quality in mechanical property and formability as the cold rolled base material. 

Electro-Galvanised Steel can be spot or seam welded as with plain steel sheets.

Corrosion Resistance

The formation of a zinc oxide layer acts as a barrier to corrosion of the base metal. The 

chromate surface treatment prevents the formation of white rust. 

All Electro-Galvanised steel supplied by Kiwi Steel carries a coating weight of 20/20 g/m2

To Order Call: 09 277-2700

Galvanised Steel Sheet 
and Coils
Full Sheeting and Slitting Service Available

120g/m2 180g/m2 220g/m2 275g/m2 450g/m2 600g/m2

Specifications for Galvanised Steel Sheet and Coil
Quality / Properties Typical Yield (N/mm2) Typical Elongation %

Commercial JIS G3302 SGCC 220 37

Drawing JIS G3302 SGCD 220 39

Deep Drawing JIS G3302 SGCDD 220 41

Structural JIS G3302 SGC 440 335 18

JIS G3302 SGC 490 365 16

JIS G3302 SGC 570 560

Size Range for  Galvanised Steel Sheet and Coil 
Size / Thickness 0.4 0.45 0.55 0.75 0.95 1.15 1.55 1.9 2.5 3

G250 / Z275 CQ 270g/m2 

915 x Coil l l l l l l

1219 x Coil l l l l l l l l l

1219 x 2438 l l l l l l l l l

1219 x 3700 l l l l l l l l

1524 x Coil l l l l l l

1524 x 2438 l l l l l l

G300 / Z450 SGC 440 / 490 450g/m2  

1219 x Coil l

G550 / Z275 SGC 570 275g/m2   

1219 x Coil l l l

940 x Coil l

G550 / Z450 SGC 570 450g/m2   

940 x Coil l

Galvanised sheets have a smooth and uniform zinc coating providing excellent corrosion 

resistance for the base metal. The galvanic action of the zinc coating gives edge protection 

for cuts and scratches. Galvanised steel is generally very workable due to the qualities of the 

base material and the uniformness of the zinc coating.

Available in three finishes; Regular Spangle gives the common appearance of large crystals. 

Minimised Spangle forms smaller crystals for a very sparkly appearance. Zero Spangle 

virtually eliminates spangle formation allowing direct painting without further post treatment. 

Available in the following Zinc coating thicknesses, in grams per square metre:

Specification

2





Head Office:
6 Hautu Drive, Wiri, PO Box 98-851 Manukau City, Wiri, Auckland, New Zealand

Phone: (+64-9) 277-2700, Facsimile: (+64-9) 277-2701
Email: trade@kiwisteel.co.nz

Christchurch Branch:
411 Blenheim Road, Sockburn, PO Box 11-125, Sockburn, Christchurch

Phone: (+64-3) 343-6528, Facsimile: (+64-3) 348-0914

Napier Branch:
PO Box 3234, Onekawa, Napier

Phone: (+64-6) 843-6991, Facsimile: (+64-6) 843-0971


